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CE-2812DN-MPL
4MP 2.8~12mm D/N CS Mount Lens 

9.5”

Unit : Inches

1.33”

1.75”

Dimensions:

 · 2.8~12mm (ƒ1.4)
 · Supports Up to 4 Megapixels
 · Auto Iris (DC Type)
 · Day/Night
 · Manual Focus
 · CS-Mount

Key Features:

clintonelectronics
GENERAL

Focal Length 2.8mm~12mm

Iris Range ƒ1.4

Iris Operation Auto, DC Type

Focus Operation Manual

Zoom Operation Manual

Mounting Type CS Mount, Metal

Back Focus Distance (in air) 7.1mm

Operating Voltage 23 mA (Max.) @ DC 5V

Operating Temperature -4°F ~ 140°F  /  -20°C ~ 60°C

Dimensions (Dia. x L) 1.33” x 1.75” / 34mm x 44.65mm

Weight 0.13 lbs  /  62g

1/2.7” Sensor Field of View

Horizontal 106.3° ~ 30.4°

Vertical 75.3° ~ 22.9°

Diagonal 153.8° ~ 37.9°

1/2.8” Sensor Field of View

Horizontal 89° ~ 30°

Vertical 64° ~ 21°

Diagonal 115° ~ 36°

1/3” Sensor Field of View

Horizontal 93.6° ~ 27.5°

Vertical 66.8° ~ 20.7°

Diagonal 127.6° ~ 34.4°

1/4” Sensor Field of View

Horizontal 58.7° ~ 18.4°

Vertical 43.2° ~ 13.8°

Diagonal 75.3° ~ 22.9°


