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I ntroduction:

Thank you for purchasing NVR client system. This NVR client system can connect
PC-DVR (DVR system), EM-DVR and DVS. Also, it can set them and search their
recording data remotely. In addition ,it can see server’s log (only for PC-DVR) from
long-distance supporting IE browser connect DVR client.

Please set the screen area as 1024*768 pixels before using this system.
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Chapterl Start up and Main interface

1.1 Start up

-
-

ﬂ-l
After correctly install NVR Client software, a shortcut icon EESSEEH will be showed
windows desktop. Double click I: to run NVR Client, the main interface will appear as the
follows (Figurel— 1):

an,Nov 26,2007, FH62: 5 : 35 v 26,2007 BNO2:
Camera@l 3 Camerad2

Figurel— 1

Note:

1.Show tips: When the mouse moves closely or stops over a button, the button function text tips
show immediately.

2.Full screen mode: Clicking the right mouse button will change display mode to full screen mode,
click again to turn back. At the most 36 pictures can be shown on the main window at the same
time.
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1.2 Main interface

The main interface is as(Figurel— 1).

1.2.1 Interface description

1. Partition mode

Press IE button to set display mode. There are many types of the partition,
including 1,4,9, 16,25,36 partition. Selecting the suitable partition according to your need.

2. Image capture

Press @ button to save a still image of a selected camera in live view that is

selected by user onto hard disk, and then review and print the image.

3. Manual record switch

Press @ button to record manually to any camera, after manual recording, must

stop manually.

4. Information panel

02:59:44

P

Figurel— 2

Date, time and display window information panel Information (Figurel— 2): Show day
of the week ,current date, current time, the percentage of CPU usage, the current
selected window, and the current linkage in this window.
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5. Local log

-

Press === putton to view all actions of recording as well as operations  Figurel—

SYSTEM LOG

ARDC DATE
2007-11-26 -

PaRAMETERS

nterrupt e :
nterrupt [operation -

Figurel— 3

System log keeps a record of system events such as program startup and shutdown,
changing camera setup and all Operator or System daily activities according to time and
date. Users can look log by date and system parameters. System parameter includes
operations, system prompts, alarms and other activities.

6. Remote log

&
Press ' === button to search log from a long distance server that you are being

connected. It's good that no one is on duty in server end. You can see information of the
server and you needn’t get to the server site.
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NOTE: Remote log is only available to PC-DVR.

/. Chat

2

Press B2t putton to make a voice chatting. Voice over IP, Initiates dialog to

connect to a remote client or Server for purposes of live chat. Click it to have remote chat
with the connected server. Sound card with mic input should be used. If there is no sound
card on both sides, the chat will not be carried on.

Figurel— 4

Select a server from dropdown list to make remote chat  Figurel— 4 . If connect
successfully, there will have an icon tip to show it (Figurel— 5).

Figurel—5

8. System lock

a . |
ey
After you check “use password management” in Right setup, press @ button to
lock system——Locks keyboard and mouse to prevent unauthorized user to operate NVR
Client system. Left-Single-Click this button to acquire the operation rights by entering the
user and password, default user ID is “admin”, no password.

9. Minimize button

Press 2 button to minimize the main window (or press WIN + Z on keyboard).
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10. Exit program

Press .g button to exit program.

After clicking this button, a dialog (Figurel— 6) will display. Click “OK” to quit DVR
system.

Figurel— 6

1.2.2 Local setup

-

e,

i,

Press == pytton to enter Local setup submenu. In this menu, you can set

system and related parameters.

1.2.3 Local search

Press P& 2 pytton to enter Local search submenu. In this menu, you can playback

and search for recorded video/audio from local host.

1.2.4 Remote setup

o

Press =ermn== button to enter Remote setup submenu. In this menu, you can set the
server’s parameters remotely.
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1.2.5 Remote search

&2

Press maveack button to enter Remote search submenu. In this menu, you can
playback and search for recorded video/audio remotely. The server-select window is as
follow (Figurel— 7):

Figurel—7

Select one server from dropdown list (the server in dropdown list is that have been
reglstered in the cllent) click “OK” and enter the playback interface (Figurel— 8).

. cameradl
D @ @

= @

DATE GAMERAS FILES

iy .y

[1]2]3]4]65]

/cuo? 141{-25 FEHE 08:31:05 22— 11-2007 Thu :B:21:45

‘Ql
=

Canera 01

0 1 3 5 7 9 11 13 15 17 19 21 23 25 27 29 31 33 35 37 39 A1 43 45 47 49 51 53 55 57 59
Min.

B rnormar [limonon  [llsensor [0 manual

Figurel— 8
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Remote search includes search for PC-DVR and EM-DVR. Remote search for
PC-DVR is almost same with Local search, only different feature is that remote playback
NOTE: Remote search only availability for PC-DVR and EM-DVR.DV'S can't storage record data
for itself, so remote search useless for it.

1.2.6 Connection group

Press to enter connection group setup. On this panel, display
the information of group and camera.
There are 18 preset groups and you can choose any one group to connect. There are

36 windows and you can also click M to connect all of them and click

M to disconnect all. The shade of icon will show the status of window:

E window 1 connects

. window 10 disconnects.

1.2.7 Connection list

Press button to show all the equipments you have added in this client
(Figure1—29).
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The name of device
connected

All the cameras of a
connected device

Figurel—9

Click one camera; it will be connected in selected window.

1.2.8 PTZ control panel

Press button to control PTZ .
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1. Relay (On/Off)

Control the PTZ cameras internal relay (relayl) or the decoder’s relay (relay 1). Used
to turn on a light or control an access gate.

2. Wiper (On/Off)

If using the PTZ cameras corresponding wiper control relay, this toggles the
relay/wiper on and off.

Figurel—9

3. Zoom + / Zoom —

Controls the zoom function of the PTZ camera.

10



NVR Client Manual

4. Focus + / Focus —

Overrides the auto-focus setting of the PTZ camera, adjust focus the image.

5. Iris+/Iris —

Overrides the PTZ cameras auto-iris and brighten or darken the image.

Pressing this button initiates the connected PTZ camera to
do an automatic tour of 360° .
By pressing and holding these buttons, the PTZ camera is

moved up, down, right and left as well as other directions.

6. Preset Call

Press [ SPEED DOME | 1 \tton to operate the speed dome, including Preset Setup,

Preset Call and Preset Tour:

Preset Setup
Preset Call »
Preset Tour

(1) Preset Setup

In this screen you can set the preset position:

11
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FTZ Speed ———
Add/Del. Preset

Preset Mame

companyd]
comparyl2

Mo FTZ action sec hack
Haorme Position

Tour Preset |Tl:lur|3r|:|up'| ﬂ

B Stay Time SEC

Preset Mame

' SAVE i ' EXIT 1

PTZ speed setup
Press and drag the slider bar to adjust the speed of PTZ.

Add/Delete preset
In this section you can set the preset name with its sequence number, then you can

press button to add/delete a preset, when you want to modify the preset you can
press IEET] button to confirm your modification. For different cameras, they have different
commands to open and set, so you can choose the call mode in the drop-list for different

cameras.

Home position
You can set a home position for the PTZ. When there have no PTZ actions after the

12
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setting time system will call the PTZ to the home position.
Tour preset
In this section you can set the tour schedule. First you can choose a group, and then

set the track for this schedule; you can press button to add/delete a preset to it.
After you choose the preset name you can set the time to keep on.

) Preset call

When you select this function, system will show all the preset names you set in
Preset Setup menu; you can click one to move to it.

(3) Preset Tour

When you select this function, system will show the entire tour groups you set in
Preset Setup menu; you can click one to execute it.

Note: In the NVR system, clicking the tour groups again can not stop the preset
tour,( this is different from DVR server. )By moving the PTZ camera up,down,left,right or
clicking the “preset call” can let the tour stop.

/. Control PTZ via video window

NOTE On theimage of main screen, you can control PTZ.

On the Image 3,each rectangle area is the effective area of every action. Arrow
denotes the direction of the action. Pressing and dragging the mouse to the corresponding
area can control the PTZ.

13
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| ‘ue.Nov 27.2007 B
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0y 2742007 FHg
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1.2.9 Color/Audio adjustment

g 3 4 g

Press button to enter Color/Audio Adjust Panel —— Slider

adjustments for the video image and recording volume of the selected tile. This also
affects the live view of the video images

Press the first button and drag to adjust the brightness of the image that you selected,
and you can resume its default value by pressing =],

Press the second button and drag it to adjust the contrast of the image that you

selected and you can resume its default value by pressing T]
Press the third button and drag it to adjust the hue of the image that you selected, and

you can resume its default value by pressing [Fl

Press the fourth button and drag it to adjust the saturation of the image that you
selected, and you can

resume its default value by pressing.' ]
Press the fifth button to switch sound of the audio that related to the image you

selected and drag the slider bar to adjust the volume.

15
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Chapter2 Local setup

2.1 System setup

1

Click ==mHEs button to enter this window (Figure2— 1):

H/EYSTEM SETUP
Pecord Mode [T
f [Disable =] Listen Port h

o Port BRI jandwic djust
te Log isable Software Start Auto Connect

Auto Reconnect Time Interval

//SERVER CONNECTION

IP Alias P Address Disp. Part | Device Type Cameras | Use DNS?
192.168.0.118 192.168.0118 5100 FCDVR 42 no

| 123 192.168.0102 5100 PCOVR [ no
g 192168.0.8 8000 Yideo Server 1 no

[Egﬂ\,lggs]l GROUFS “RE:G:DINE“ UsErs { I Export “ Import { l- SAVE 1 l EXIT '
Figure2— 1
Import

Select this function to export system configurations.
Export

Select this function to import system configurations.

16
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2.1.1 System setup

Save Record mode Set the record data save mode.

Atuo: the system will cover the record data automatically when HDD full.
Manual: stop recording when HDD full before you delete it manually.

Save Begin Disk Select the disk on which the video will save first.

Beep While Alarm Enable: if there has alarm in DVR server end, system will
beep.

Web Listen port The IE client connect port. (Restart NVR Client software after
this item is setup).

Alarm connect server Enable: if there has alarm in DVR server end, the client
end will connect the DVR server forwardly.

Alarm send port It must be the same as those in the setup window of server alarm
auto input.

Alarm Write log Select whether system writes alarm information log or not.

Use Matrix Card This function is not supported temporarily

Bandwidth Auto Adjust Select whether system adjust the bandwidth
automatically when the window is hide and corresponding camera has no record plan, the
program will stop to connect corresponding camera with foreside server to reduce CPU
usage.

Software Start Auto Connect Select the group set in Group setup to be
connected when the program start. When you select “Disable”, Client will not connect the
camera automatically.

Auto Reconnect interval Select whether the client to reconnect when the
connection is interrupted and the interval time. If you select “Disable”, when the
connection is interrupted, program will not reconnect it.

2.1.2 Add / Modify server

/SERVER CONNECTION

IP Alias IP Address Dizp. Port | Device Type Cameras Use DNS?
192.168.0.118 192.168.0.118 5100 PCDVR 42 no
123 192.168.0.102 5100 PCOVRE 6 no
il 192.168.0.8 8000 Yideo Server 1 no

Figure2— 2

17
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| ADD . .
Add connect server Press : button to add a new server in this system

When user adds a new server, if there are some problems, e.g.: network problem or
not run this Server, user will add this server failure.

Figure2— 3

Server Name Input a name that is easy to identify.

Device Type Select device type you will add. This client system can connect
PC-DVR (DVR Server system), DVS and EM-DVR.

IP Address Set IP address of server host.

Connect Port  Set the port through which connects to DVR Server.

Login user ID/Login Pass When the client want to visit server and the server has
used the function of rights management, login user ID and password will be checked. If
the user has no right to visit that camera, the connect will be cut down automatically. If the
function is not used, the id and password will not be checked.

If use DNS to get IP  Select whether use DNS to get IP or not, if the server end is
the dynamic IP address, users need use DNS to get the server's IP.

DNS Server IP  Set IP address of DNS server host.

DNS Server Port DNS server host’s port, which is provide to connect DNS
software.

Modify server Press lﬂ‘ button to modify server information, its interface

is same as Add Connected Server.

18
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DELETE
Delete connected server Press I—| button to delete connected server.

Get camera information Press IM' button to get the latest camera

information of Server end when it changes its setups such as number of channel, camera
name etc.

Note: When you finish every setup you should save your change by pressing save button before
you exit setup.

2.2 Group setup

Click Imi' button to enter the following window (Figure2— 4):

YSTEM BREUR SETUR

[Window [P Address Alias Becord Mode
o iy 1921660118 By Plan Record
192.168.0.118 By Plan Record
192 168.0.118 By Plan Record
192168.0.1148 By FPlan Record
1921680118 By Plan Record
123 By Plan Becord
123 By Flan Record
123 By Plan Record
123 By Plan Record
none By FPlan Record
nong By Plan Record
none By Plan Record
none By Flan Record

noneg By Plan Record
noneg By Plan Record
none By Flan Record

Figure2— 4

Choose a group from drop-list behind “Select Setup Group” first. There are 16
groups. In every group, you can set 36 connections. Also, you can select the partition
for every group from the drop-list behind “Partition Mode”. Then you can set group as
follows:

IP Address Alias Select the server in which the camera will be selected to show If
it has no severs in the drop-list, you need to add server in the “Server IP” page (Figure2—
1).

Camera Select the camera of the server setin  IP Address Alias  to be

19
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connected. In one window, you can set one or more camera’s connection

(

rSTEM GROUP SETUP

P Address Alias
192.168.0.118 1 ] Cameral Fecord
192.168.0.118 e E:mg:g% Fecord
192.168.0.118

182.168.0.118
182.168.0.118
123

123

Fecord

] Cameralls | Fecord
_| Cameral& Fecord

[ Cameral?
] Camerals Fecord

_| Camera0d Record

_| Camerall
123 | Camerall Fecord

123 | Camera12 Fecord
none L] Camera13 Fecord
_| Camerald
none ] Camerals Fecord

none ] Cameralf Fecord

| Cameral?
nane [ Cameralg Fecard

nane ] Camerald Fecord
none L] Camera20 Fecard

|| Camera2l
none | CameraZ? Fiecord
[ Camera23
| Camera?4
| Camera2s
| Camerazh
] Camera2?
| Camera28

Auto-Cycle —
interval{Sec.) ]Dlsab“]v

| ok | cancew|

ot R it I LSV )

Setup Group g Fartition kMode 1 B iew

Figure2— 5), if more than one camera show in one window, you can set cycle interval

time. You can switch them by pressing button ILMCI' and F Restors ] in Main

interface.

20
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HASYSTEM GROUP SETUP

IPAddress Alias
192168.0118
192.168.0118
192.168.0118
192.168.0118
192.168.0118
123

123

| Cameralll Fecord
[¥| Cameralz Fecord
v| Cameral3
| Carnera04 Fecord
0] Cameralls | Fecord
Cameralg
| Cameral7? ecord
_| Camerald Fecord

| Camera03 Fecord

| Camerall
123 O Camerall Fecord

123 [] Camera12 Fecord
none | Camerat 3 Fecord

[ 14
nane C:m:::w Fecaord

none _| Cameralf Fecord

| Cameral?

nane | Cameral8 Fecard
nane ] Camerald Fecord
none L Camera20 Fecord
| Camera
nane 7 Camer a2 Fecard
| Camera23

_| Camera24

| Camera2h

| Camera2b
] Camera2?
[| Camera2g -

Auto-Cycle —
interval{Sec.) ]Dlsab“]'

R A N R SURI G —

' oK l ICANDEL{

Select Setup Grou fi Partition Mode |

16 Wiew

Figure2—5

Frame Rate There are three selections: Realtime, Auto and 1fps.

Realtime:If it's selected, server will send all compacted information to client. When
the client gets this information, it will play it. The continuality is good in this way but it
consumes too much CPU space. If there is no information losing when compacting and
sending, the playing will be real-time.

Auto:lts difference from Realtime is that when the client gets the information, he will
cut some information and then play it. It consumes less CPU space. But if you click any
camera, system will adjust frame rate to Realtime automatically.

1fps:It means to break down the information in server. Only one frame of important
information is sent to the client every second. It consumes little CPU space and network.
And if you click any camera, system will adjust frame rate to Realtime automatically when
there is enough network space. (NOTE: This selection is only effective on PC-DVR).

Record Mode There are two options: Record all along and Record by plan. When

R .
users select “Record all along”, the lﬂi button has no effects. Record by plan will
be detailed in Record setup.

2.3 Record setup

Click [mj to enter the record setup interface (Figure2— 6):

21
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ASCHEDULED RECORDING

e
orc Plan to |l Rl 54

.= Motion Record == Mot Record

Figure2— 6

Select Window Select the window you want to set.
Record type Set the type of record, including Normal record, Sensor record,
Motion record and Not record. You can set record type as follows:

Firstly, press the type button that you want to set; then select the record time
by press the grid (delegate half an hour in a day) or left-click mouse and drag for
an area. If you want to set same record status every half hour every day, you
may double-click the left up of the chart.

When you finished the setup, the grid will display the corresponding color of the
record type.
Green: Normal Record.
Red: Sensor Record.
Blue: Motion Record.
Gray: Not Record.
Copy record plan to Copy one setup to any other windows or all windows.

2.4 Right setup

. UsERS . .
Click button to set user right (Figure2— 7):

22



NVR Client Manual

SelectlserID ia.n:irnin Us d Management ([DEEE

UserlD | rel i

Auth.Lewel m Confirm

SETLP

Local Log
K4 Local Manual Record A Color Adjupt B4 view Femote Log
B4 Remote Setup A Femote ke B4 Frogram Minimize

KA Exit Program

Figure2—7

2.4.1 User setup

| ADD UsER j DEL UsER |

Add User/Del User Click icons to add /delete user for the

Client, after that you can edit the information for the user to be added.

Select User ID Select a user that has existed in the system to be modified from
drop-down list.

Use Password management select a solution to determine if enable user
password validation. When you select enable, when user login, password is needed.

User ID Input new User ID in this box when add a new user to system. When you
selectadminin  Select User ID this selection is unavailable.

Password Set new user and selected user’s password.

Auth. Level Select user type. When you select adminin  Select User ID this
selection is unavailable.

Confirm password Confirm password again.

2.4.2 Right setup

You can set user management in this window after you input user name and

23
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password and you will have corresponding rights with your name.
Choose a user and distribute corresponding right (Figure2— 8).

[/RIGHTS SETUP
[/ Bl {ie] B Local 1ok A “iewlLocal Log
4 Local Manual Record A Color Adjupt el emote Log
4 memot tup 4 Remote FI ke B4 FProgram Minimize

A it Program

Figure2— 8

After your set, you should click the button Iﬂi to save the information.

24
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Chapter3 Local search

3.1 Main interface

Click =

Bnorvar [llmonon  [llsensor [ man

Figure3— 1

3.2 Partition mode

Press E button to select partition mode, there are1 4 9 and 16 partition

mode. In the server end user can only connect 16 channels simultaneously, when the
connected channels exceed the limit, system will popup information to indicate it.

25
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3.3 Select playback channel

3.3.1 Select date

OATE

Select one window (the 1% one in default), and then click E button to show

the date (Figure3— 2).

The blue dates contain recorded data. The green date is the current date. The gray
dates signify no data. Only those blue ones can be selected and when they are selected
the camera window will appear automatically to show which cameras has record data.

Click [4] or E to change month and year of search data.

YEAR 2007 nn 112131415156 | 0&:51:55-09:00:40

09:00:36-0%:09:54

09:18:54-09:20:06

Today: Mo 27,2007 09:20:23-09:29:16
09:23:13-09.37:48
09:37:47-0%:45:32
03:51:04-10:00:20
10:00:16-10:06:00

S¥NC VIDED

Figure3— 2 Figure3— 3 Figure3— 4

3.3.2 Select camera

After selecting date system will show the camera state of corresponding day, or click

® . .
E button directly to show the cameras state of current day (Figure3— 3). The

number button with navy blue means this channel has record data. By pressing it directly
on the numerical panel (Figure3— 3), DVR system will play back recorded data from the
first file.
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3.3.3 Select file

After selecting the camera to play user can click button to show all the files

of this camera (Figure3— 4).
In default, system will play back video file from the first one. In this screen you can
change the file you want to play by clicking it directly.

The camera list below the window will show the recorded data of the day you select.
Double clicking one hour of that day ,system will play back data from the beginning of the

hour via the window you select.
I P M

CANMDT ||
cenoz |
Lot ic
| Cannd

Click any minute of that hour , immediately, the system will turn to play back that time
via the window you select.

The red bar of the minutes list and hour list means the exact time which system is
playing back now.

Tips: Right click the picture to perform digital zoom function.
Different color will show information of all cameras. You can see all kinds of record,
their time and length according to recorded data.

3.4 Play file and related operations

@ Click this button to synchronize all playback channels time.

) v
@ . . Previous frame,Reverse play ,Pause, Stop and Next frame
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®®@® First frame of that day, Previous minute, Next minute and Last

frame of that day.

@ Image zooms out: Press this button, single click the left mouse button on an

image, quarter of the image will be enlarge. By thereafter, single click right mouse button
on the image, it will resume the normal.

_ Adjust the voice; click the button to clear the voice.

Adjust playing speed; click the button to resume normal

playing speed.

Note:

1.1t isnot suggested that multi-channel (more than 10 channels) record and playback
coinstantaneous unless your PC has awonderful configuration, because the data throughput of
HDD is huge. Multi-channel search in client and server are the same except their paths. In client,
there are local and LAN search. In LAN search, it searches among the record data in the local
network of server.

3.5 Capture pictures

Click capture button to capture a display picture. When one is captured, there
will display a dialog interface and you can change the file name. After you press
confirmation, system will save the picture in default path: System volume\Grab\search.
*Note: the size of theimage is that of the playing window.

3.6 Create clip file

Click button there are follow three items to select.

3.6.1 Create file clip

Create file Clip
Backup by Time
Wiew backup file

Press to create file clip (Figure3— 5).
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FILE ATTRIBUTES

Recoro Tvee Continous record

FILE CLIFP SIZE

Figure3—5

1. Select channel and path

Select channel and path of the backup file on the top of interface (Figure3— 5).

2. File list and attribute

Select a file and double-click it (Figure3— 6) to play and its attribute will display below
the list (Figure3— 7), including begin time, end time, file size, resolution, frame rate etc.

FILE ATTRIBUTES

mecorD Tves Continous

FILE CLiF Size

Figure3—6 Figure3—7

29



NVR Client Manual

3. Play file and related operations

(1) Play control

Press and drag slider on

f————————————————————————— Jt

control the player time.

(2) Beginning and stop time setup

|4 =5
Press to set the beginning time and end time of the file, the file

attribute on the left will show the size of the file.

(3) Save file
Press to ensure the beginning and end of the file, click it to save the file.
(4) Voice control

Click ﬂ to control voice, press it to clear voice.

3.6.2 Backup by Time

Create file clip

EiEII:l‘i.IJFI |:|':.-' time
Wi backup file

Press to backup by time (Figure3— 8)
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LM D Backup_

Begining Time [FIIERER

| Cameral3
[ Camerald
[J Camerals
E'J' Cameralf
1 Cameral?
[J Cameralf
[ Camerald
[ Camerall
[ Camerall
[ Cameral2
[ Cameral3
[ Camerald
[ Cameralh
[ Cameralf
] Cameral?
[JCamerald
[ Camerald
[ Camera2l
] Camera2l
[JCamera2?

LI ]

ICheck.‘. [ Save ]- ' llsmj

Figure3— 8
1. Save Path

Select path for the backup file, User can backup record file to CD.

2. Backup Camera

Select the backup camera. User can select more than one camera once,

3. Select begin /end time

Select the backup files’ begin time and end time.
united file.

4. Backup File Max Value

Set maximum value of the united file. If the file's value bigger than this value, it will be
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spitted. You can check the file’s value use button i Check ‘ to show its value.

5. Backup Data Size

Show the size of the backup file. If user backups record file to CD directly, the data
size should not more than 650M.
NOTE: If user backup record files to CD directly, the system disk volume's(C volume in general)
free space should not |ess than twice of the backup data size. Because system volume will be used
buffer areawhen burn CD. For example, if the backup data size is 450M,s0, the system volume's
free space should more than 900M.
The process of burning CD :
1) Select CD-ROM as the backup path, and select the camera and time;
2) Check the backup file value;
3) Backup the file to the temporary file in the last volume if there have
enough free space, otherwise, write backup file to the last second

volume;
4) Write back up file to buffer.
5) Write CD.

6) Delete buffer and temporary file.

3.6.3 View backup file

Create file clip
Backup by time

Yiew backup file

Press to view backup file
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| 2007-10-10 =

Camera01

1. Select channel and path

Select channel and path of the backup file in local disk on the top of interface
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FILE LIST

Camera01

2] - 1] I W

s el K.

2. Play file and related operations

(1) Play file and controls

Select one from File List and double click it, this file will be played. The united file is
named by “date + begin time” and “date + end time”.

(2) Capture picture

Press button to capture a picture.

(3) Burn CD

i"“‘dd qu :Add selected file to ready for burning

i Dd F“E I:Delete selected file from the box
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Burn CD drive  Select CD-ROM driver.
Volume label  Set the label of CD.
Total file size Show the size of all files will be burned to CD.

FB“'" ED'] When you finish your setup, click this button will write file to CD.

3.7 Search captured pictures

to enter the search window (Figure3— 9):

Z0OM BRIGHTMESS CONTRAST

@.a"@+$—l+l—

Al[o][@ [&] WX BX

SMOOTH RESTORE PRINT MAGMIFY DELETE DELETE ALL

Figure3—9

1. Select pictures from directory and file list

You can select a captured picture from directory list (Figure3— 10) and file list
(Figure3— 11) in local disk. By default, the directory is: System volume\Grab\Search.
After you select the path the file name will show in the top of the window (Figure3— 12).

35



NVR Client Manual

=d [ é[l Real-200709051715940.bmp

Feal-20070914084508 bmp

=Dy Real20071015155407 bmp

EE Real-20071116084752 amp
Figure3— 10 Figure3— 11

|D:"-,Grab"-,CHEI4"-,F’LeaI—2I]D?DEI1 4084508 bmp

Figure3— 12

Ote_|D:"-,Grab"-,CHDdl"-,Fieal-EEIIZI?EIB1 4054508 bmp

Figure3— 12 show name and path of current picture. If you want to save the reworked picturein
another file, you can change its name and path here, with bmp and jpg as suffix. Then click the

button .

2. Related operations

1)

2)

3)

4)

5)

6)

EEVEM After you edit the picture you can save the picture in a save path as you
like.

Function buttons of picture
disposal.

When the result of disposal is not good click it to the default.

E Print picture, when the image is wider than 400 pixels, it will be printed
smaller. On the other hand, it will be printed bigger.

When it's bright, with the mouse moving, part of the picture will be
enlarged.
- X Ky X

= Delete current file or delete all files.
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3.8 Open/close all windows

Press E button to open all playback windows in turns according to the order of
the cameras.

Press button to close all playback windows.
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Chapter4 Remote setup

Y

REMOTE
Click =emmEs putton to enter remote setup.

M

Select Server

192, 1.113
192.168.0.3
192.168.0.8
192.168.0.5
192.168.0.6

Figured— 1

Select one server to search from the server list (Figure4— 1).
Remote setup for PC-DVR is mostly same as Local setup in DVR server manual.
Remote setup for DVS and EM-DVR as follows (Figure4— 2):

I SYSTEM CHANMEL | PTZ | SENSORS | ALARM

er Name User Name
ENGERVELT 255.255.255.0 |

SUMETEER 10M/100M(5 cable] |

Use PPPOE W

PPPOE Login Mame
PPPOE Login P .

PREOE [P El].l].l].l] I
[iTel iDSZCDIﬂ2NFI]I]2I]I]?1I]23AAWH1I]I]I]2?11?WC

lursmnz‘ 'ﬂss'rm'ri I‘I’menduﬂ‘ I SAVE ' l EXIT '
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Figure4d— 2
4.1 Functional buttons

There are 5 the same buttons in each page. They are Upgrade, Restart, Time
adjustment, Save and Exit.

[ — ] The system can upgrade to the server remote. Click this button, and

select the right file.
[ pE— ] Some setting will only come into effect after device reboots.

[T-'"&"ﬁ“i"ﬂ] Adjust date and time of DVS or EMDVR. The new date and time will

accordant with NVR client computer.

F SAVE ] After setup is finished, click this button to save the setup.

F EXIT ]Exit setup.

Remote setup for DVS including Server, Channel, PTZ, Sensor and Alarm.

4.2 Server setup

Press —Il button to set server parameters remotely (Figure4— 3):

[192.168.0.65

HERGE

PPPOE Login Name ﬁ DEP St
PPPOE Login Password ﬁ Hardwar

TSI 0.0.0-

serial NO

Figure4— 3
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In the server window, some blanks’ background are gray. Those parameters are read
from foreside server, you can’'t modify them. Other blanks whose background is white, you
can set them remotely.

Server Name Enter the name description for easy identification. This name
delegates the foreside server. If use DNS to get IP, this name will be used.
IP configuration and related

Server IP

Port These are network configuration; you can set
Subnet Mask LAN or Internet IP according to your need.

Net Gate

Net Cable Type

Connection configuration and related parameter

If use PPPOE If system uses PPPOE to connect with web,
PPPOE '—09!” Name please select it and input the PPPOE login
PPPOE Login Pass ID and password.

User Pass Set the user password of DVS remotely, after that operation you
should change the Login Pass to corresponding value in Add / Modify server. Otherwise,
you can’t connect the DVS correctly.

DNS Server IP If use DNS, input the DNS host IP address.

Remote manage
Remote manage IP Set the IP address and port of host
} server who will receive the message

Remote manage port upload from foreside server

4.3 Channel setup

Press —Il button to set channel parameters (Figure4— 4).
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Camera Camera Name Copy o
Show OSD Position x ﬁ i E
Shou ek osD OS50 Type ﬁ
Show logo ition X e

W Privacy Mask Video Setup

(
Z6-11-2007 flon 10:13:23 WECLAY 900

Max Bit Rate

Figured— 4

This section contains the parameters to designate a name for every camera
connected, to enable or disable show LOGO and OSD, and to set display type of OSD &
LOGO as well as record resolution, record type, record quality and frame rate, etc.

Camera Select the camera to be set from the drop- list.

Camera Name Enter a name description for easy identification.

Frame Rate Select the record rate of camera from drop-list.

Resolution Set the resolution at which the video files will be recorded. Choices
are DCIF, CIF, QCIF, 2CIF and 4CIF. The higher resolution, the more disk space.

Stream Type Select video and audio or only video record.

Image Set the quality of the image to be recorded. Select from worst, worse,
normal, good and Best.

Bit Rate Type Select bit rate type from Variable Bit Rate (VBR) and Fixed Bit Rate
(FBR) record:

VBR range= Poorest, Poor, Medium, Good, Best.
FBR range = 45 Megabytes/Hour to 400 Megabytes/Hour.

Max Bit Rate Select the maximum bit rate for Variable Bit Rate (VBR) record.

Show LOGO/ OSD/ Week If you check those box, system will show corresponding
information on screen.

Position Set the position of OSD or Logo by entering the X and Y coordinate
directly.

OSD Set the display attribute of the OSD & LOGO. There are four types display
modes: Clarity-Glitter, Clarity-Not Glitter, Not Clarity-Glitter and Not Clarity-Not Glitter.

OSD Type Select the type of OSD for the Week.

Privacy Mask You can check this box to set the privacy mask on the below image
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directly, and you can clear some privacy masks by pressing button.

Note: Thisrecord scheduleis only available to EM-DV R.There are 4 time segments every day.
Every segment has start time, end time and record type. The time segment is set in sequence, every
segment can’t be overlapped, included or skipped with any other.

Copy to After finishing one channel, if you want to set any other channels’
configuration as the same as this camera, you can select channel number from drop-list,

and press | ~opy | button.

4.4 PTZ control

Press —Il button to set PTZ (Figure4— 5)

BaudRate FTZ Protocol [N Rd PTZ Address m
PresetSchedule

~26-11-2007 Mon 10:14:03

| preset

Focus+{ Focus-

2o + | Zoor - e

Figured—5

In this screen, you can define the PTZ protocol and set the Preset Position as well as
the plan to execute them automatically.
Camera Select the camera to be set from the drop- list.
Baud rate Set baud rate according to PTZ protocol from the drop- list.
PTZ Protocol Select the communication protocol for the PTZ camera from
drop-list.
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PTZ Address Set the address of the decoder, which must be matched with the
value of dipswitch in the PTZ.

Preset position & schedule setup Define preset position and set time to call
preset position automatically. System can add and delete plan time.

Focus+ § Focus-
Iris + Iris -

Figured— 6

PresetSchedule
Preset |
CallTime [
Copy to

Schedule List

Figured—7

Copy to After finishing one channel, if you want to set any other channels’
configuration as the same as this camera, you can select channel number from drop-list,

and press button.

4.5 Sensor setup

Press —Il button to set sensor parameters (Figure4— 8).
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sensor NO | copy to | NEA
Sensor Name i Type

Sensor Alarm Handling Preset
Policy

Audible waming

Upload to
Schedule
W Trigger alarm out

N1 N2

Trigger rec camera

¥

H N> H: N4 [

Figure4—8

Sensor NO Select one sensor to be set.

Sensor Name Enter the name description of the sensor.

Type Select alarm type (sensor type) from “NO”(Normally Open) or “NC”(Normally
Close).

Policy Selecting “Sensor Alarm Handling” firstly, handling policies will be available
as follows:

On screen warning—Display the alarm information on the monitor.
Audio warning—Indicate the alarm with voice.

Upload to center—Update the alarm information to center.

Trigger alarm out—Trigger alarm box to output the alarm.

Trigger record camera Set cameras to record triggered by the alarm. You can
select one or more channels. When there is alarm input, the cameras will be triggered to
record (the record type of the channel is Alarm Record), and the monitor will switch to
preview the cameras (warning on monitor is enable).

Preset Set camera that will move to its one preset position when the alarm
happened.

Schedule Set alarm input precaution time firstly, then set time segment according
to the sequence. The time of each segment should not overlap the others and no skips are
allowed. After the precaution time of a certain day is set, you can copy the parameter to
other dates by select a day and press copy button.
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Schedule
FPeriodi N 00:00—
Period2 3 00:00-:

Feriod3 QLR U 00:00—
SEEEN 00:00— A 00:00

Figured—9

Copy to After finishing one channel, if you want to set any other channels’
configuration as the same as this camera, you can select channel number from drop-list,

and press button.

4.6 Alarm setup

Press —II button to set alarm parameters.

~ - Policy
Camera Copy to Capy :
Alarm Type !Motion dete ~ Level !Close - Upload

Handling current alarm W Trigger alarm out

mome

on 10:11:43 Trigger recording camera
H2 Nz N4

Schedule Alarm Recording

EETELEEN 00:00 - S 00:00 -

Figured— 10

Camera Select a camera to be set from the drop-list and you can copy the
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configuration to the other cameras by clicking copy button.

Alarm Type Select alarm type: Motion detect, Tempering alarm and Video Loss.

Level Select sensibility levels from 0 (the lowest level) to 5 (the highest level) for
the alarm.

Set motion detection areas Left-click mouse and drag it on the screen to select
motion detect area, you can select the whole area or many areas. Also, you can clear one
or whole area by press the button clear and test the effect by clicking test button.

Policy Selecting “Handling current alarm” firstly, handling policies will be available
as follows:

On screen warning—Display the alarm information on the monitor.
Audio warning—Indicate the alarm with voice.

Upload to center—Update the alarm information to center.

Trigger alarm out—Trigger alarm box to output the alarm.

Trigger record camera Set cameras to record triggered by the alarm. You can
select one or more channels. When there is alarm input, the cameras will be triggered to
record (the record type of the channel is Alarm Record), and the monitor will switch to
preview the cameras (warning on monitor is enable).

Schedule Set alarm input precaution time. Select date firstly, then set time
segment according to the sequence. The time of each segment should not overlap the
others and no skips are allowed. After the precaution time of a certain day is set, you can
copy the parameter to other dates by select a day and press copy button.

Schedule Alarm Recording

Periods [Elme °
Period [TRTE

Figured— 11

Copy to After finishing one channel, if you want to set any other channels’
configuration as the same as this camera, you can select channel number from drop-list,

and press button.

46



NVR Client Manual

Chapter5 IE client

The client user can look through video of DVR Client by Internet Explorer, The default web
server port is 80; if change other port, user should add the port number after IP address of
DVR Client. E.g.: http://192.168.0.119:1290.

5.1 Functions of IE Client

1. Video display and video storage.

2. Audio input.

3. Searching and playback video image locally or remotely.
4. Control PTZ and speed demo remotely;

5.2 Main interface

When you connect DVR Client successfully, you should input valid User ID and
password in right up of the interface (Figure5— 1) to acquire rights to play video and other
operations.

USER ID

[admin

-.
“&) ‘92.{5ﬁ7ﬂ91ﬂ1117f.’<f4151ﬁ0/‘

REMOTE
PLAFEACK CAMERA STATUS )

Figure5— 1
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5.2.1 Connection/Record status

e)

%
al
=9
Tl
o

7. 8.9 10 11 12 13- 14 15 16
CAMERA STATUS

Figure5— 2

This icon (Figure5— 2) indicates the current connection and their record status:
Gray: Not connected.
Navy blue: Connected with no record.
Green: Connected with record.

You can change the record status by pressing corresponding number button or

change status of all connections at the same time by pressing G) button.

5.2.2 Partition mode

You can set the partition mode from the drop-list file on the right up of main interface
(Figure5— 1). It has follow partition mode: 1,4,6,9,10,16 partition mode.

5.2.3 PTZ Control

Most functions of PTZ control are same as Client in PTZ Control panel.

5.2.4 Local & Remote search

It will describe in Local search and Remote search in detail.

5.2.5 Quit program

Press = button to shut down the IE Client.

5.3 Local search

1%

Press button to enter local search (Figure5— 3):
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[t Pariion |
AT
Fomeon ]

14: 28 : 35

Display setup afdd deta CO® O®E 66
i nformml On FLAY FALISE STOP cP:ﬁr_:n'-'- CI;EIH_ SH_YCV\I_ F:E_
Playing operation
Figure5— 3

1. Display setup and data information

In this area, you can select display partition mode, date, video channel and its video
file named according to time.

2. Playing operation area
In this area, you can operate video playing.

(1) Video-playing time adjustment

Press and drag slider bar to adjust video-playing time
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2) Information display panel:

Windowl, No Play Display current window name,

camera name and record data information.

3) Playing-control buttons

(E) @ @ : Play, Pause, Stop.

(4) Single frame play

4l .
O @ : Previous fl’ame, next fl’ame

(5) Playing speed control

@ Slowly play @ Fleetly play

5.4 Remote search

Most functions and operations of Remote search are same as Local search; different
feature is that re mote search added download feature
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| 2007-11-26

:

1, How Z6;Z007 Fhal
aneraBd =

YWindowd, Camerab, 00:00:12}00:04:42

@ B coeo e @@

Figure5— 4

C)
When you playback, you click down L==J, system will save video of current channel

you selected, and after save finish one file, it will popup prompt to indicate its working.
Select one camera that has record data, open file list panel, select one record data

Download

package, and click button, the selected data package will download fast.

:16: 46 -
12217

2742

:34:0

1 40: 33

;46 : 51

:63:53

10:0: 48 File"Download
10:15: 0
10:22:9 Save FileMame: D:\3
10:29:16
10:36: 26
10:43:33 Download progress: 6745% KByte | 31038 KByte
10:50: 42
10:57:54 a

[I-RI-R NI}

x

Download

Figure5—5

NOTE:
When user use |E client to visit DVR Client, If connect successfully, there will appear four
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partition blue window. If connect unsuccessfully, the reasons possibly are:
. The Web server port has been used by other programs.
. Your computer didn’t download the player plug normally. The reason may be the
jurisdiction of your computer is too high, or your computer has plug filter.
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